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B 554 Features
s R=RBINsSIHTRBXATLER.

Lead-free materials is used for the plating on the
terminals.

© FoERNERESIHBR, REJRIERITRE.

The product uses metal terminals,which realize excellent
connection reliability.

- BERSEANTIRIE. FIRIRARE,
FREWE.

High resistance to heat,humidity,mechanical shocks and
presser.Accurate dimensions for automatically surface
mounted.

s YT LHHORRERY, BEsE0MmvL,

The product has good heat durability that withstands
lead-free compatible reflow soldering conditions.

B [B)E Application
« JRTFIUEN. BR. BRIRS
SIIFIRBB FEBEEP,
EM serials high reliable wire would chip inductors for
communication , equipment , instrument , video & audio

have been developen in response to the trend toward
higher density mounting of parts in electric circuits.

. INERINER. BB

| Eﬁﬂ)‘%g Operating temperature

2E3EE Range —25~+85°C

B ESHNORRERY

Recommended soldering conditions reflow soldering

103 max.
245°C
220°C J o
_1_8_0_(_3___| ————————————— 30smax.
150°C
120s max.
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Type Designation & Outer dimensions

(1) F&G@AIELS Type Designation
EC 32 T- 2R2 M
MmO & @G O

(2) INER<J Outer dimensions L X W x T

N\ 3.2 %2.5%2.2mm

32 (1210) .
Haf) 0.125 % 0.100 inch
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(3) B34EZLH) Packing style

T mi (BH)

(4) EBR%E Inductance value

1RO 1uH

220 22uH

(5) BBRYDZE Inductance tolerance

K +10%

M +20%

B SEEASIE Packing style and Quantity

M Piece weight 49 mg/3% mglpiece

2% Reel Taping 2000 7/t pieces/reel

BN ELEE Box 10000=Z/%& pieces/ box

FMuZe Box 1000003Z/4 pieces/ box




W5 SR 2 W T A R 5T AT A A
INNER MONGOLIA ERDOS ELECTRONIC CO., LTD

Q¥

ERDOS

B FESEYE soldering paste and Cleaning
s WEFEANEHE. Recommended soldering paste is blended with colophony.

< BHRE EERIMREVESR], No#REABEBAE, e EY20P,

Cleaning: Avoid strong acid and alkali,2 minutes Max.

B BS54 Electrical characteristics

BEE |BmE witgx | SEIE | mnan | gean SRS
Inductance | Inductance ?ni? Test frequency| S?rlz(;ise%r;?nt DC resistance |Rated current. Fmgiﬁ%:;ﬁ
(uH) tolerance ’ L,Q (MHz) (MHzZ)min. (Q) max. (mA)max. )
1 +20% 10 7.96 100 0.156 770 EC322522T-1ROM
1.5 +20% 10 7.96 80 0.195 580 EC322522T-1R5M
22 +20% 10 7.96 65 0.260 480 EC322522T-2R2M
3.3 +20% 10 7.96 55 0.325 400 EC322522T-3R3M
47 +20% 10 7.96 45 0.520 320 EC322522T-4R7M
6.8 +20% 10 7.96 35 0.650 280 EC322522T-6R8M
10 +10% 15 2.52 28 1.105 220 EC322522T-100K
15 +10% 15 2.52 25 1.69 180 EC322522T-150K
22 +10% 15 2.52 20 2.60 145 EC322522T-220K
33 +10% 15 2.52 15 3.64 115 EC322522T-330K
39 +10% 15 2.52 14 4.50 110 EC322522T-390K
47 +10% 15 2.52 13 5.46 105 EC322522T-470K
68 +10% 15 2.52 10 8.45 85 EC322522T-680K
82 +10% 15 2.52 9 8.71 80 EC322522T-820K
100 +10% 15 0.796 8 9.14 75 EC322522T-101K
« L, QMIH1%E: HP4285A +16034E, 2% [O)F51%. TestequipmentL, Q: HP4285A +16034E, or equivalent.

o BIEHK : HP8753C M DT SRF: HP8753C NETWORK ANALYZER, or equivalent.

o HUHM: AX-111A $Fz=RE, s[5 %%. DC resistance: AX-111A DIGITAL MILLIOHM METER, or equivalent.
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B ME characteristics
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